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6 - 17 kW

AEROTHERMAL HEAT PUMP
SPLITTED WITH INTEGRATED HYDRONIC MODULE

AEROTHERMAL HEAT PUMP
SPLITTED WITH INTEGRATED HYDRONIC MODULE
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COOLING AIR35/W18

Cooling capacity kW 8,6 13,0 15,2 19,6 22,8
Total power input kW 1,7 2,8 3,3 4,4 5,3
EER - 5,09 4,59 4,64 4,50 4,33

COOLING + DHW W18/W55 (ONLY TOTAL RECOVERY VERSION)

Cooling capacity kW 9,5 14,7 16,7 21,4 25,0
Heating capacity kW 7,6 11,6 13,3 16,7 19,5
Total power input kW 2,2 3,5 3,7 5,1 6,1
COP - 7,84 7,58 8,01 7,40 7,36

HEATING AIR7/W35
Heating capacity kW 7,6 11,5 13,3 17,7 20,3
Total power input kW 1,4 2,4 3,0 3,6 4,2
COP - 5,3 4,86 4,48 4,91 4,81

HEATING AIR7/W45
Heating capacity kW 7,2 11,2 12,9 16,8 19,4
Total power input kW 1,8 2,9 3,4 4,3 5,0
COP - 4,12 3,92 3,77 3,9 3,88

DHW AIR7/W55
DHW heating capacity kW 7,0 10,9 12,5 15,7 18,3
Total power input kW 2,1 3,4 3,9 5,1 5,9
COP - 3,24 3,17 3,18 3,06 3,09

DHW AIR-5/W60
DHW heating capacity kW 5,0 7,8 9,1 11,1 12,9
Total power input kW 2,2 3,5 3,9 5,3 6,0
COP - 2,25 2,22 2,36 2,12 2,15

SEASONAL EFFICIENCY
ESEER / SCOP High Temperature - 4,91 / 3,32 4,91 / 3,53 4,67 / 2,95 4,33 / 3,14 4,40 / 3,25
ERP Efficiency class - A++ A++ A+ A+ A++
DHW ERP Efficiency class / Declared profile - A+/M A+/M A+/M A+/L A+/L
Sound power level Lw dBA 62 65 68 66 67

COMPRESSOR
Compressor type Scroll BLDC Inverter
Power supply 230/1/50 230/1/50 230/1/50 400/3/50 400/3/50

DIMENSIONS
Dimensions external unit (L x H x D) mm 1270x380x880h 1374x566x1180h
Dimensions internal unit (L x D x H) mm 900x740x1875h

Data calculated ref. EN 14511 and
EN 14825 for seasonal efficiencies
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AEROTHERMAL HEAT PUMP
SPLITTED WITH INTEGRATED HYDRONIC MODULE

››  Multifunction unit available in total recovery or 3-way valve version

››  Scroll BLDC compressor and EC fans

››  High efficiency electronic pumps class A 

››  Electronic expansion valve

››  High efficiency AISI 316 stainless steel brazed plate heat exchangers

››  R410A or R454B refrigerant

››  Compact and easy to install

EXTREMELY LOW NOISE WITH 
HI-BOX® TO REDUCE THE
COMPRESSOR NOISE EMISSION

SMART GRID WITH PHOTOVOLTAIC AUTO CONSUMPTION FUNCTION

A2L READY FOR THE NEXT GENERATION OF LOW GWP REFRIGERANTS

Aerothermal multifunction or polyvalent total recovery heat pump for heating, cooling and domestic hot water 
production at high temperature with Inverter BLDC compressors.
Splitted version with compressor mounted in an insulated box in the external unit, with reduced noise emission 
thanks to the standard EC fans. Internal unit with integrated hydronic module.

USER AND DOMESTIC HOT WATER SIDES FLOW METERS AND TEMPERATURE 
SENSORS FOR ENERGY MEASUREMENTS

SUPERVISION WITH ENERWEB APP

Enerweb is the original 
web responsive system 
designed for supervision 
and remote control of 
Eneren products to deliver 
access to the entire 
cooling system, HVAC 
and thermoregulation of 
the building.

REDUCED REFRIGERANT CHARGE 
FINNED COILS WITH Ø5mm PIPES

Innovative finned 
coil execution with 
ø5mm copper pipes 
that reduces the 
refrigerant charge in 
the unit, keeping the 
same efficiency.

FULLY EQUIPPED HYDRONIC MODULE
The hydronic module includes a 200lt domestic hot water tank, 90lt puffer tank, 25lt/min on-
demand DHW production kit and all the accessories to complete the hydraulic system: expantion 
vessels, filters, shut-off and safety valves, variable speed pump and 3-way modulating valve 
for the plant.
To complete the accessories list, a back-up electrical heater can be used in each tank and a coil 
for the solar thermal integration can be installed in the DHW tank.

LONG DISTANCE INSTALLATION ALLOWED
THANKS TO THE DOUBLE ELECTRONIC EXPANSION VALVE

EXTREMELY COMPACT UNIT

MANAGEMENT OF A SECONDARY GENERATOR
Software upgrade introducing integration, back-up and convenience logics to control a 
secondary generator, like an external boiler. 

DOUBLE ELECTRONIC EXPANSION VALVE
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